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Coast Guard, DHS § 162.130 

Port Washington, Milwaukee, Racine, 
Kenosha and Green Bay, Wisconsin; 
and Waukegan, Illinois. 

[CGD 79–151, 46 FR 7960, Jan. 26, 1981] 

§ 162.125 Sturgeon Bay and the Stur-
geon Bay Ship Canal, Wisc. 

(a) In the Sturgeon Bay Ship Canal: 
(1) No vessel may exceed 5 miles per 

hour. 
(2) No vessel greater than 150 feet in 

length (including tug and tow combina-
tions) may come about. 

(3) No vessel 65 feet or greater in 
length (including tug and tow combina-
tions) may either: 

(i) Enter or pass through the canal 
two or more abreast; or 

(ii) Overtake another vessel. 
(4) No vessel may anchor or moor un-

less given permission to do so by the 
Captain of the Port. 

(5) Each vessel must keep to the cen-
ter, except when meeting or overtaking 
another vessel. 

(b) In Sturgeon Bay and the Sturgeon 
Bay Ship Canal: 

(1) Each laden vessel under tow must 
be towed with at least two towlines. 
Each towline must be shortened to the 
extent necessary to provide maximum 
control of the tow. 

(2) Each unladen vessel may be towed 
with one towline. 

(3) No towline may exceed 100 feet in 
length. 

(4) No vessel may tow another vessel 
alongside. 

(5) No vessel may tow a raft greater 
than 50 feet in width. 

NOTE: The Corps of Engineers also has reg-
ulations dealing with these areas in 33 CFR 
Part 207. 

[CGD 79–151, 46 FR 7960, Jan. 26, 1981] 

§ 162.130 Connecting waters from Lake 
Huron to Lake Erie; general rules. 

(a) Purpose. The regulations in 
§§ 162.130 through 162.140 prescribe rules 
for vessel operation in U.S. waters con-
necting Lake Huron to Lake Erie (in-
cluding the River Rouge) to prevent 
collisions and groundings, to protect 
waterway improvements, and to pro-
tect these waters from environmental 
harm resulting from collisions and 
groundings. 

NOTE: The Canadian Government has 
issued similar regulations which apply in the 

Canadian portion of the waterway. Provi-
sions which apply only in Canadian waters 
are noted throughout the text. 

(b) Applicability. (1) Unless otherwise 
specified, the rules in §§ 162.130 through 
162.140 apply to all U.S. vessels and all 
other vessels in U.S. waters. 

(2) The speed rules in § 162.138 apply 
to vessels 20 meters or more in length. 

(3) The communication rules in 
§ 162.132, the traffic rules in § 162.134, ex-
cept for § 162.134(c)(2), and the anchor-
age rules in § 162.136 apply to the fol-
lowing vessels: 

(i) Vessels of 20 meters or more in 
length; 

(ii) Commercial vessels more than 8 
meters in length engaged in towing an-
other vessel astern, alongside, or by 
pushing ahead; and 

(iii) Each dredge and floating plant. 
(4) The traffic rules contained in 

§ 162.134(c)(2) apply to the following ves-
sels: 

(i) Sailing vessels of 20 meters or 
more in length; 

(ii) Power driven vessels of 55 meters 
or more in length; 

(iii) Vessels engaged in towing an-
other vessel astern, alongside or by 
pushing ahead; and 

(iv) Each dredge and floating plant. 
(c) Definitions. As used in §§ 162.130 

through 162.140: 
Captain of the Port means the United 

States Coast Guard Captain of the Port 
of Detroit, Michigan. 

Detroit River means the connecting 
waters from Windmill Point Light to 
the lakeward limits of the improved 
navigation channels at the head of 
Lake Erie. 

District Commander means Com-
mander, Ninth Coast Guard District, 
Cleveland, Ohio. 

Master means the licensed master or 
operator, the person designated by the 
master or operator to navigate the ves-
sel, or, on a vessel not requiring li-
censed personnel, the person in com-
mand of the vessel. 

River Rouge means the waters of the 
Short Cut Canal and the River Rouge 
from Detroit Edison Cell Light 1 to the 
head of navigation. 

St. Clair River means the connecting 
waters from the lakeward limit of the 
improved navigation channel at the 
lower end of Lake Huron to St. Clair 
Flats Canal Light 2. 
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